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ONLINE DOCUMENTATION
----------------------------------------------------------------------------------------------------------------------------------------
 
Manufacturer Website: https://www.snapav.com 
Support Site: https://www.snapav.com/shop/en/snapav/support
 
----------------------------------------------------------------------------------------------------------------------------------------
OVERVIEW
----------------------------------------------------------------------------------------------------------------------------------------
 
This driver integrates a SunBriteTV Pro/Signature into your Control4 Project using RS-232. To use this driver, please add the driver to the existing project and follow the setup instructions below.
 
--------------------------------------------------------------------------------
CHANGELOG
--------------------------------------------------------------------------------
 
v1.1
    Added digital coax output and analog output connections
 
v1.0
    Initial Release
 
----------------------------------------------------------------------------------------------------------------------------------------
SETUP
----------------------------------------------------------------------------------------------------------------------------------------
 
[1] - Connect the SunBriteTV to the Control4 Controller via serial.
 
[2] - In "Connections", bind the driver's inputs to the appropriate devices.
 
[3] - If the configuration is correct, once the TV is on, the Status, Model, and Firmware properties will populate.
 
----------------------------------------------------------------------------------------------------------------------------------------
PROPERTIES
----------------------------------------------------------------------------------------------------------------------------------------
 
Status
    Displays the last communication time of TV to the Controller.
 
Model
    Displays the model of the TV and it's version.
 
Firmware
    Displays the firmware version of the TV and it's board number.
 
SR250 RED BUTTON
    Configurable button for navigation. Default is picture mode 1.
 
SR250 GREEN BUTTON
    Configurable button for navigation. Default is picture mode 2.
 
SR250 YELLOW BUTTON
    Configurable button for navigation. Default is picture mode 3.
 
SR250 BLUE BUTTON
    Configurable button for navigation. Default is picture mode 4.
 
SR260 CUSTOM BUTTON ONE 
    Configurable button for navigation.
 
SR260 CUSTOM BUTTON TWO 
    Configurable button for navigation.
 
SR260 CUSTOM BUTTON THREE 
    Configurable button for navigation.
 
DEBUG MODE
    Enables or disables debug messages in the Lua Output Window.

