
PRODUCT SPECIFICATION: RGB5

CROSS SECTION
   

MARKING 
Jacket Marking (Silver)

  DESCRIPTION
Rated Voltage (V)    300
Rated Temperature (°C )   75
Product Standard Certi cation            c(UL) CMR
Flame test    FT4

Reference Standard:

Telephone and other communication circuits such as voice, data, and
audio for on-premise customer systems.

Application: 

UL 444 & the customer’s speci cation  

CONSTRUCTION 

Conductor:   Solid Bare Copper
Component: 1/0.46x5COAX 5C
AWG    25AWG
Construction (mm)   1/0.455
Solid Diameter (±0.005mm)  0.455
Insulation:   SKIN-FOAM-SKIN PE
Nom. Thickness (mm)  0.73
Insulation Dia. (±0.05mm)  1.95
Shield:    Heat-sealed aluminum/polyester
Coverage (%)   ≥25%
Braid Shield   Tinned Copper
Construction (mm)   16/6/0.10T
Coverage (%)   ≥90%
Jacket: Each coaxials  PVC
Nom. Thickness (mm)  0.25
Outer Dia. (±0.1mm)  3.00

Filler    Cotton
Binder    Paper Tape
Coverage (%)   ≥125%
Ripcord    210Dx6 nylon thread
Jacket:    PVC
Nom. Thickness (mm)  0.90
Outer Dia. (±0.15mm)  10.2
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Spec No.     51296-A

ICE CABLE SYSTEMS   RGB MINI   BROADCAST GRADE VIDEO CABLE
(5) RG-59/MINI HDTV SERIAL DIGITAL SOLID BC CENTER E312434-22
(UL) CM 75C   ROOM: ENT KIT FAM LR DR OFF MBR MBA BR1 BR2 BR3
BR4 GAR GYM   WALL: N S E W   “RoHS”   XXX/XXX FT
“XXX/XXX” Stands for length.
ie.: 250/000; 249/001; 248/002...

Insulation: Foam PE: Nature
  Coaxial jacket: 1. Red        2. Green      3. Blue
             4. Yellow   5. White
  
Jacket:  Black (Pantone: Process Black c)

Packaging: 250ft Spool or 500ft Spool

Electrical Characteristics (20°C)
Max. Conductor DC Resistance (Ω/km)  142
Impedance: 75±3Ω   Capacitance: 16.5±1pF/FT
Voltage: 300V   Temperature: -20° to 75°C
Dielectric Strength    AC-500V/1 Min
Velocity of Propagation   84% Nom.
SRL: 5-450MHz:     18dB
Frequency Attenuation (nom.): (untested)
   MHz             dB/100FT
         1  0.52
         5  1.17
       50  3.70
     100  4.90
     200  6.70
     400  9.50
     750                  13.4
     900                  15.0
   1000                  15.8
   3000                  31.2
(Actual test result to be advised)
 
Mechanical Characteristics:
Test Object    Jacket
Test Material    PVC
Before Tensile Strength (kg/mm2)  ≥1.05

COLOR & PACKAGING

PERFORMANCE 

REVISION HISTORY



TEST REPORT

 

Room Environment: 20°C, 60% RH
Test Equipment: TDR ` LCR

L=1 Meter

2007.04.16

P/N: B0055488-J88
Customer P/N: RGB-5/Skinny

Parameter

Coax

Capacitance
(16.2pF/Ft Nom.)

ITEM

QUANTITY

CONDITIONS 
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Spec No. 51296-A

TIME & DATE

QR07=Q01=F061=01

Capacitance ` Impedance

OUTLINE

RESULTS

1 PCS

Impedance
(75±3Ω)

2ns             5ns

Green 15.8 75.2 75.7

Yellow 15.4 75.8 76.7

White 15.7 74.9 76.2

Red 15.5 75.4 75.8

Blue 16.0 74.2 73.9
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